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Efficiency up to 
82.7% AFUE



MODEL U.S.G.P.H.
INPUT

B.T.U.H.
INPUT BLOWER MOTOR H.P.

C.F.M
@ 0.2” 
 ESP

AIR
 FILTER COOLING CAPACITY

SOM75 .60* 65,000 G9-8-DD 1/3 HP  4 SPEED 900 16” X 20” X 1” 600 - 1200

SOM75 .65 71,250 G9-8-DD 1/3 HP  4 SPEED 1020 16” X 20” X 1” 600 - 1200

SOM95 .75* 83,000 G10DD 1/3 HP  4 SPEED 1100 16” X 20” X 1” 800 - 1400

SOM95 .85 94,000 G10DD 1/3 HP  4 SPEED 1270 16” X 20” X 1” 800 - 1400

SOM125 1.00* 110,000 GT12-9DD 1/2 DD  4 SPEED 1400 20” X 25” X 1” 1200 - 2400

SOM125 1.10 124,000 GT12-9DD 1/2 DD  4 SPEED 1500 20” X 25” X 1” 1200 - 2400

*Factory installed Nozzle Size
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•   Can be installed in any of four positions:  Upflow, Downflow, 
Right Hand Horizontal, Left Hand Horizontal

•   Horizontal Positions; Warm air can be delivered from either 
left or right hand side, while the return air can be brought back 
to the furnace through the end or right or left sides on the 
furnace

•   Venting in a conventional chimney or “L” Vent and the SS2-C 
Tjernlund Sidewall Power Ventor

•   Air conditioning ready

•   Certified with high efficiency Beckett burner

•   Primary Heat Exchanger is fabricated from 14 gauge steel for 
maximum performance

•   3/4”  thick ceramic fibre combustion chamber ensures quiet    
efficient operation

•   Small size, permits installation in very tight spaces

•   20 year heat exchanger limited warranty

•   5 year parts limited warranty on all components

•   Quiet operation

•   Easy maintenance 

SOM - Compact Multi-Positional Furnace

MODEL CABINET PLENUMS FLUE SHIPPING 
WEIGHT

WIDTH
A

HEIGHT
B

DEPTH
C

LENGTH WITH 
VESTIBULE

E

WARM AIR RETURN AIR DIAMETER HEIGHT
D

LBS

SOM75 19 1/4” 42 1/2” 20 3/8” 31 5/8” 16 3/16” X 17 1/4” 18 3/4” X 15 5/8” 5” 38” 185

SOM95 20 3/4” 44 1/2” 21 3/4” 33 3/4” 18 3/4” X 17 1/4” 18 3/4” X 15 5/8” 5” 38 1/2” 200

SOM125 23” 49” 25 1/2” 37 1/2” 20” X 22” 23” X 17 1/8” 5” 44 1/2” 239
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